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shall keep in a readily accessible loca-
tion the following records: 

(i) The reason it was necessary to by-
pass the process equipment or fuel gas 
system; 

(ii) The duration of the period when 
the process equipment or fuel gas sys-
tem was bypassed; 

(iii) Documentation or certification 
of compliance with the applicable pro-
visions of § 65.42(b)(6). 

(c) Regulated source and control equip-
ment startup, shutdown and malfunction 
records. (1) Records of the occurrence 
and duration of each startup, shut-
down, and malfunction of process 
equipment or of air pollution control 
equipment used to comply with this 
part during which excess emissions (as 
defined in § 65.3(a)(4)) occur. 

(2) For each startup, shutdown, and 
malfunction during which excess emis-
sions occur, records whether the proce-
dures specified in the source’s startup, 
shutdown, and malfunction plan were 
followed, and a description of actions 
taken to minimize emissions. For ex-
ample, if a startup, shutdown, and mal-
function plan includes procedures for 
routing control device emissions to a 
backup control device (for example, the 
incinerator for a halogenated stream 
could be routed to a flare during peri-
ods when the primary control device is 
out of service), records must be kept of 
whether the plan was followed. These 
records may take the form of a check-
list or other form of recordkeeping 
that confirms conformance with the 
startup, shutdown, and malfunction 
plan for the event. 

(3) Records of startup, shutdown, and 
malfunction and continuous moni-
toring system calibration and mainte-
nance are not required if they pertain 
solely to Group 2A process vents. 

(d) Equipment leak records. The owner 
or operator shall maintain records of 
the information specified in paragraphs 
(d)(1) and (2) of this section for closed 
vent systems and control devices sub-
ject to the provisions of subpart F of 
this part. The owner or operator shall 
meet the record retention require-
ments of § 65.4, except the records spec-
ified in paragraph (d)(1) of this section 
shall be kept as long as the equipment 
is in operation. 

(1) The following design specifica-
tions and performance demonstrations: 

(i) Detailed schematics, design speci-
fications of the control device, and pip-
ing and instrumentation diagrams. 

(ii) The dates and descriptions of any 
changes in the design specifications. 

(iii) A description of the parameter 
or parameters monitored as required in 
§ 65.146(c) to ensure that control devices 
are operated and maintained in con-
formance with their design, and an ex-
planation of why that parameter (or 
parameters) was selected for the moni-
toring. 

(2) The following records of operation 
of closed vent systems and control de-
vices: 

(i) Dates and durations when the 
closed vent systems and control de-
vices required in § 65.115(b) are not op-
erated as designed as indicated by the 
monitored parameters, including peri-
ods when a flare flame or at least one 
pilot flame is not present. 

(ii) Dates and durations during which 
the monitoring system or monitoring 
device is inoperative. 

(iii) Dates and durations of startups 
and shutdowns of control devices re-
quired in § 65.115(b). 

(e) Records of monitored parameters 
outside of range. The owner or operator 
shall record the occurrences and the 
cause of periods when the monitored 
parameters are outside of the param-
eter ranges documented in the Initial 
Compliance Status Report in accord-
ance with § 65.165(b). This information 
shall be reported in the periodic report 
as specified in § 65.166(e). 

[65 FR 78285, Dec. 14, 2000, as amended at 71 
FR 20472, Apr. 20, 2006] 

§ 65.164 Performance test and flare 
compliance determination notifica-
tions and reports. 

(a) Performance test and flare compli-
ance determination reports. Performance 
test reports and flare compliance de-
termination reports shall be submitted 
as specified in paragraphs (a)(1) 
through (3) of this section. 

(1) For performance tests or flare 
compliance determinations, the Initial 
Compliance Status Report or report re-
quired by paragraph (b)(2) of this sec-
tion shall include one complete test re-
port as specified in paragraph (a)(2) of 
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this section for each test method used 
for a particular kind of emission point, 
and other applicable information speci-
fied in paragraph (a)(3) of this section. 
For additional tests performed for the 
same kind of emission point using the 
same method, the results and any 
other information required in applica-
ble sections of this subpart or in other 
subparts of this part shall be sub-
mitted, but a complete test report is 
not required. 

(2) A complete test report shall in-
clude a brief process description, sam-
pling site description, description of 
sampling and analysis procedures and 
any modifications to standard proce-
dures, quality assurance procedures, 
record of operating conditions during 
the test, record of preparation of stand-
ards, record of calibrations, raw data 
sheets for field sampling, raw data 
sheets for field and laboratory anal-
yses, documentation of calculations, 
and any other information required by 
the test method. 

(3) The performance test or flare 
compliance determination report shall 
also include the following information, 
as applicable: 

(i) For flare compliance determina-
tions, the owner or operator shall sub-
mit the records specified in § 65.159(b). 

(ii) For nonflare combustion device 
and halogen reduction device perform-
ance tests as required under §§ 65.148(b), 
65.149(b), 65.150(b), 65.151(b), 65.152(b), 
65.154(b), or 65.155(b), the owner or oper-
ator shall submit the applicable 
records specified in § 65.160(b). 

(iii) For Group 2A process vents, the 
owner or operator shall submit the 
records specified in § 65.160(c), as appli-
cable. 

(b) Other notifications and reports. (1) 
The owner or operator shall notify the 
Administrator of the intention to con-
duct a performance test at least 30 cal-
endar days before the performance test 
is scheduled to allow the Adminis-
trator the opportunity to have an ob-
server present. If after 30 days notice 
for an initially scheduled performance 
test, there is a delay (due to oper-
ational problems, etc.) in conducting 
the scheduled performance test, the 
owner or operator of an affected facil-
ity shall notify the Administrator as 
soon as possible of any delay in the 

original test date. The owner or oper-
ator shall provide at least 7 days prior 
notice of the rescheduled date of the 
performance test or arrange a resched-
uled date with the Administrator by 
mutual agreement. 

(2) Unless specified differently in this 
subpart or another subpart of this part, 
performance test and flare compliance 
determination reports not submitted as 
part of an Initial Compliance Status 
Report shall be submitted to the Ad-
ministrator within 60 days of com-
pleting the test or determination. 

(3) Any application for a waiver of an 
initial performance test or flare com-
pliance determination as allowed by 
§ 65.157(b)(2), shall be submitted no 
later than 90 calendar days before the 
performance test or flare compliance 
determination is required. The applica-
tion for a waiver shall include informa-
tion justifying the owner or operator’s 
request for a waiver, such as the tech-
nical or economic infeasibility, or the 
impracticality, of the source per-
forming the test. 

§ 65.165 Initial Compliance Status Re-
ports. 

(a) An owner or operator who elects 
to comply with § 65.144 by routing emis-
sions from a storage vessel or transfer 
rack to a process or to a fuel gas sys-
tem shall submit as part of the Initial 
Compliance Status Report the fol-
lowing information, as applicable: 

(1) If storage vessel emissions are 
routed to a process, the owner or oper-
ator shall submit the information spec-
ified in § 65.144(b)(3). 

(2) As specified in § 65.144(c), if stor-
age vessel emissions are routed to a 
fuel gas system, the owner or operator 
shall submit a statement that the 
emission stream is connected to a fuel 
gas system. 

(3) As specified in § 65.144(c), report 
that the transfer rack emission stream 
is being routed to a fuel gas system or 
process when complying with the re-
quirements of § 65.83(a)(4). 

(b) An owner or operator who elects 
to comply with § 65.145 by routing emis-
sions from a storage vessel or low- 
throughput transfer rack to a nonflare 
control device or halogen reduction de-
vice shall submit with the Initial Com-
pliance Status Report required by 
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